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2 PIECE DESIGN 2 PIECE DESIGN 
ELIMINATES OVERSIZE ELIMINATES OVERSIZE 

SHIPPING CHARGESSHIPPING CHARGES

• • 7’ QUARTER WAVE ANTENNA7’ QUARTER WAVE ANTENNA

• • ULTRA-WIDE BANDWIDTHULTRA-WIDE BANDWIDTH

• • HIGH POWER HANDLING HIGH POWER HANDLING –– 5000+ WATTS 5000+ WATTS

• • NO LOADING COILS OR CAPACITORS TO BLOW NO LOADING COILS OR CAPACITORS TO BLOW 
OUTOUT

• • HEAVY GAUGE COPPER CONDUCTORHEAVY GAUGE COPPER CONDUCTOR

• • STABLE RADIATION PATTERN & INPUT STABLE RADIATION PATTERN & INPUT 
IMPEDANCEIMPEDANCE

• • RIGID 1/2” FIBERGLASS BASERIGID 1/2” FIBERGLASS BASE

• • LIGHT WEIGHT & LOW WIND RESISTANCELIGHT WEIGHT & LOW WIND RESISTANCE

• • 12” ADJUSTABLE STAINLESS STEEL TUNING 12” ADJUSTABLE STAINLESS STEEL TUNING 
WHIPWHIP

• • HAND ASSEMBLED, TUNED, AND TESTED IN HAND ASSEMBLED, TUNED, AND TESTED IN 
THE USATHE USA
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Marker MHz VSWR
1 27.185 1.1
2 26.965 1.2
3 27.405 1.2
4 26.175 1.5
5 27.935 1.5
6 25.245 2.0
7 28.785 2.0
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